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Chapter 2 - Threaded fittings
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Thread Thread SW1)

DN 1818 K MSV DN 1818 K MS DN 1818 K ES DN 1818 K ST R 1/8“ R 1/8“ 12
DN 1418 K MSV DN 1418 K MS DN 1418 K ES DN 1418 K ST R 1/4“ R 1/8“ 14
DN 1414 K MSV DN 1414 K MS DN 1414 K ES DN 1414 K ST R 1/4“ R 1/4“ 14
DN 3818 K MSV DN 3818 K MS DN 3818 K ES DN 3818 K ST R 3/8“ R 1/8“ 17
DN 3814 K MSV DN 3814 K MS DN 3814 K ES DN 3814 K ST R 3/8“ R 1/4“ 17
DN 3838 K MSV DN 3838 K MS DN 3838 K ES DN 3838 K ST R 3/8“ R 3/8“ 17
DN 1214 K MSV DN 1214 K MS DN 1214 K ES DN 1214 K ST R 1/2“ R 1/4“ 22
DN 1238 K MSV DN 1238 K MS DN 1238 K ES DN 1238 K ST R 1/2“ R 3/8“ 22
DN 1212 K MSV DN 1212 K MS DN 1212 K ES DN 1212 K ST R 1/2“ R 1/2“ 22

--- DN 3438 K MS DN 3438 K ES DN 3438 K ST R 3/4“ R 3/8“ 27
DN 3412 K MSV DN 3412 K MS DN 3412 K ES DN 3412 K ST R 3/4“ R 1/2“ 27
DN 3434 K MSV DN 3434 K MS DN 3434 K ES DN 3434 K ST R 3/4“ R 3/4“ 27

--- --- DN 1038 K ES --- R 1“ R 3/8“ ---
--- DN 1012 K MS DN 1012 K ES DN 1012 K ST R 1“ R 1/2“ 36

DN 1034 K MSV DN 1034 K MS DN 1034 K ES DN 1034 K ST R 1“ R 3/4“ 34
DN 1010 K MSV DN 1010 K MS DN 1010 K ES DN 1010 K ST R 1“ R 1“ 34

--- --- DN 11434 K ES DN 11434 K ST R 11/4“ R 3/4“ ---
--- --- DN 11410 K ES DN 11410 K ST R 11/4“ R 1“ ---
--- --- DN 114114 K ES DN 114114 K ST R 11/4“ R 11/4“ ---
--- --- DN 11234 K ES DN 11234 K ST R 11/2“ R 3/4“ ---
--- --- DN 11210 K ES DN 11210 K ST R 11/2“ R 1“ ---
--- --- DN 112114 K ES DN 112114 K ST R 11/2“ R 11/4“ ---
--- --- DN 112112 K ES DN 112112 K ST R 11/2“ R 11/2“ ---
--- --- DN 2010 K ES --- R 2“ R 1“ ---
--- --- DN 20114 K ES DN 20114 K ST R 2“ R 11/4“ ---
--- --- DN 20112 K ES DN 20112 K ST R 2“ R 11/2“ ---
--- --- DN 2020 K ES DN 2020 K ST R 2“ R 2“ ---
--- --- --- DN 212112 K ST R 21/2“ R 11/2“ ---
--- --- DN 21220 K ES DN 21220 K ST R 21/2“ R 2“ ---
--- --- DN 212212 K ES DN 212212 K ST R 21/2“ R 21/2“ ---
--- --- DN 3020 K ES DN 3020 K ST R 3“ R 2“ ---
--- --- DN 30212 K ES DN 30212 K ST R 3“ R 21/2“ ---
--- --- DN 3030 K ES DN 3030 K ST R 3“ R 3“ ---
--- --- DN 4030 K ES DN 4030 K ST R 4“ R 3“ ---
--- --- DN 4040 K ES DN 4040 K ST R 4“ R 4“ ---

Double nipples with conical threads up to 25 bar

type 280/N8

Outstanding value!

1) Details apply for the brass type. For all 
other types, please ask.

SW SW SW Thread Thread
--- --- DN 33 MS* 5 DN 33 ES* 8 M 3 M 3
--- --- DN 53 MS* 8 DN 53 ES* 8 M 5 M 3

DN 55 MSV 8 DN 55 MS 7 DN 55 ES 8 M 5 M 5
DN 185 MSV 14 DN 185 MS 14 DN 185 ES 14 G 1/8“ M 5
DN 1818 MSV 14 DN 1818 MS 14 DN 1818 ES 14 G 1/8“ G 1/8“

--- --- DN 145 MS 17 DN 145 ES 17 G 1/4“ M 5
DN 1418 MSV 17 DN 1418 MS 17 DN 1418 ES 17 G 1/4“ G 1/8“
DN 1414 MSV 17 DN 1414 MS 17 DN 1414 ES 17 G 1/4“ G 1/4“
DN 3818 MSV 19 DN 3818 MS 19 DN 3818 ES 19 G 3/8“ G 1/8“
DN 3814 MSV 19 DN 3814 MS 19 DN 3814 ES 19 G 3/8“ G 1/4“
DN 3838 MSV 19 DN 3838 MS 19 DN 3838 ES 19 G 3/8“ G 3/8“
DN 1214 MSV 24 DN 1214 MS 24 DN 1214 ES 24 G 1/2“ G 1/4“
DN 1238 MSV 24 DN 1238 MS 24 DN 1238 ES 24 G 1/2“ G 3/8“
DN 1212 MSV 24 DN 1212 MS 24 DN 1212 ES 24 G 1/2“ G 1/2“
DN 3438 MSV 32 DN 3438 MS 32 DN 3438 ES 32 G 3/4“ G 3/8“
DN 3412 MSV 30 DN 3412 MS 32 DN 3412 ES 32 G 3/4“ G 1/2“
DN 3434 MSV 30 DN 3434 MS 32 DN 3434 ES 32 G 3/4“ G 3/4“
DN 1012 MSV 34 DN 1012 MS 36 DN 1012 ES 36 G 1“ G 1/2“
DN 1034 MSV 36 DN 1034 MS 36 DN 1034 ES 36 G 1“ G 3/4“
DN 1010 MSV 36 DN 1010 MS 34 DN 1010 ES 36 G 1“ G 1“
DN 11412 MSV 43 DN 11412 MS* 43 --- --- G 11/4“ G 1/2“
DN 11434 MSV 42 DN 11434 MS* 42 --- --- G 11/4“ G 3/4“
DN 11410 MSV 42 DN 11410 MS* 42 DN 11410 ES 50 G 11/4“ G 1“
DN 114114 MSV 42 DN 114114 MS* 42 DN 114114 ES 50 G 11/4“ G 11/4“
DN 11234 MSV 50 DN 11234 MS* 50 --- --- G 11/2“ G 3/4“
DN 11210 MSV 50 DN 11210 MS* 50 --- --- G 11/2“ G 1“
DN 112114 MSV 50 DN 112114 MS* 50 DN 112114 ES 55 G 11/2“ G 11/4“
DN 112112 MSV 50 DN 112112 MS* 50 DN 112112 ES 55 G 11/2“ G 11/2“
DN 2010 MSV 60 DN 2010 MS* 60 --- --- G 2“ G 1“
DN 20114 MSV 60 DN 20114 MS* 60 --- --- G 2“ G 11/4“
DN 20112 MSV 60 DN 20112 MS* 60 --- --- G 2“ G 11/2“
DN 2020 MSV 60 DN 2020 MS* 60 DN 2020 ES 65 G 2“ G 2“
DN 21220 MSV 77 DN 21220 MS* 77 --- --- G 21/2“ G 2“
DN 212212 MSV 77 DN 212212 MS* 77 DN 212212 ES** 77 G 21/2“ G 21/2“
DN 3020 MSV 89 DN 3020 MS* 89 --- --- G 3“ G 2“
DN 30212 MSV 89 DN 30212 MS* 89 --- --- G 3“ G 21/2“
DN 3030 MSV 89 DN 3030 MS* 89 DN 3030 ES** 91 G 3“ G 3“

--- --- DN 4040 MS* 125 DN 4040 ES** 117 G 4“ G 4“

Double nipples with cylindrical threads up to 40 bar

* supplied without internal cone,
** material: AISI 316 (16 bar)

Double nipples

Type 16 bar brass
nickel-plated

Type 16 bar
brass/red bronze

Type 16 bar
AISI 316

Type 25 bar mall.
cast iron galv.

Type 16 bar
brass/red bronze

Type 16 bar
brass nickel-pl.*

Type 40 bar
AISI 316Ti
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Thread PN*
SN 1818 HD SN 1818 HD ES G 1/8“ 475 bar
SN 1414 HD SN 1414 HD ES G 1/4“ 350 bar
SN 3838 HD SN 3838 HD ES G 3/8“ 325 bar
SN 1212 HD SN 1212 HD ES G 1/2“ 350 bar
SN 3434 HD SN 3434 HD ES G 3/4“ 325 bar
SN 1010 HD SN 1010 HD ES G 1“ 225 bar
SN 114114 HD SN 114114 HD ES G 11/4“ 190 bar
SN 112112 HD SN 112112 HD ES G 11/2“ 190 bar
SN 2020 HD SN 2020 HD ES G 2“ 175 bar

* the safety factor reached in tests with hydraulic oil was four-times, please ask in individual cases

Bulkhead nipples with inch threads (60° conical hose nipples) up to 475 bar

Thread Thread PN
DN 1818 HD DN 1818 HD ES G 1/8“ G 1/8“ 400 bar
DN 1418 HD DN 1418 HD ES G 1/4“ G 1/8“ 400 bar
DN 1414 HD DN 1414 HD ES G 1/4“ G 1/4“ 400 bar
DN 3814 HD DN 3814 HD ES G 3/8“ G 1/4“ 400 bar
DN 3838 HD DN 3838 HD ES G 3/8“ G 3/8“ 400 bar
DN 1214 HD DN 1214 HD ES G 1/2“ G 1/4“ 400 bar
DN 1238 HD DN 1238 HD ES G 1/2“ G 3/8“ 400 bar
DN 1212 HD DN 1212 HD ES G 1/2“ G 1/2“ 400 bar
DN 3438 HD DN 3438 HD ES G 3/4“ G 3/8“ 400 bar
DN 3412 HD DN 3412 HD ES G 3/4“ G 1/2“ 400 bar
DN 3434 HD DN 3434 HD ES G 3/4“ G 3/4“ 400 bar
DN 1012 HD DN 1012 HD ES G 1“ G 1/2“ 345 bar
DN 1034 HD DN 1034 HD ES G 1“ G 3/4“ 345 bar
DN 1010 HD DN 1010 HD ES G 1“ G 1“ 345 bar
DN 11410 HD DN 11410 HD ES G 11/4“ G 1“ 315 bar
DN 114114 HD DN 114114 HD ES G 11/4“ G 11/4“ 315 bar
DN 112114 HD DN 112114 HD ES G 11/2“ G 11/4“ 315 bar
DN 112112 HD DN 112112 HD ES G 11/2“ G 11/2“ 315 bar
DN 20112 HD DN 20112 HD ES G 2“ G 11/2“ 160 bar
DN 2020 HD DN 2020 HD ES G 2“ G 2“ 160 bar

Double nipples with inch threads (60° conical hose nipples) up to 400 bar

Note: Ÿ Do not use PVC-U damaging thread sealing agents!

Type Thread Thread
DN 3838 PVC Rp 3/8“ Rp 3/8“
DN 1238 PVC Rp 1/2“ Rp 3/8“
DN 1212 PVC Rp 1/2“ Rp 1/2“
DN 3412 PVC Rp 3/4“ Rp 1/2“
DN 3434 PVC Rp 3/4“ Rp 3/4“
DN 1034 PVC Rp 1“ Rp 3/4“
DN 1010 PVC Rp 1“ Rp 1“
DN 11410 PVC Rp 11/4“ Rp 1“
DN 114114 PVC Rp 11/4“ Rp 11/4“
DN 112114 PVC Rp 11/2“ Rp 11/4“
DN 112112 PVC Rp 11/2“ Rp 11/2“
DN 20112 PVC Rp 2“ Rp 11/2“
DN 2020 PVC Rp 2“ Rp 2“
DN 21220 PVC Rp 21/2“ Rp 2“
DN 212212 PVC Rp 21/2“ Rp 21/2“
DN 30212 PVC Rp 3“ Rp 21/2“
DN 3030 PVC Rp 3“ Rp 3“
DN 4030 PVC Rp 4“ Rp 3“
DN 4040 PVC Rp 4“ Rp 4“

Double nipples PVC-U (for plastic threads only) PN 10

Warning: Not suitable for compressed air or other gases under pressure!

Angle high pressure bulkhead screw
connections are found on page 125TI

P

Double nipples

Threaded nozzles &
hose nozzles
from page 64

Liquid seals, 
gaskets & tapes
from page 549

Push in fittings
Ø 3 - 32 mm
from page 24

Festo valves can be found
in our Online Shop

Type zinc-plated
steel

Type 
AISI 316Ti

Type zinc-plated
steel

Type 
AISI 316
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Thread L
Diameter 10.2 mm (1/8“)
RONI 18/30 AS ES --- R 1/8“ 30*
RONI 18/40 AS ES --- R 1/8“ 40
RONI 18/60 AS ES --- R 1/8“ 60
RONI 18/80 AS ES --- R 1/8“ 80
RONI 18/100 AS ES --- R 1/8“ 100

Diameter 13.5 mm (1/4“)
RONI 14/30 AS ES RONI 14/30 AS ST R 1/4“ 30*
RONI 14/40 AS ES RONI 14/40 AS ST R 1/4“ 40
RONI 14/60 AS ES RONI 14/60 AS ST R 1/4“ 60
RONI 14/80 AS ES RONI 14/80 AS ST R 1/4“ 80
RONI 14/100 AS ES RONI 14/100 AS ST R 1/4“ 100
RONI 14/120 AS ES RONI 14/120 AS ST R 1/4“ 120
RONI 14/160 AS ES RONI 14/160 AS ST R 1/4“ 160 
RONI 14/200 AS ES RONI 14/200 AS ST R 1/4“ 200

Diameter 17.2 mm (3/8“)
RONI 38/30 AS ES RONI 38/30 AS ST R 3/8“ 30*
RONI 38/40 AS ES RONI 38/40 AS ST R 3/8“ 40
RONI 38/60 AS ES RONI 38/60 AS ST R 3/8“ 60
RONI 38/80 AS ES RONI 38/80 AS ST R 3/8“ 80
RONI 38/100 AS ES RONI 38/100 AS ST R 3/8“ 100
RONI 38/120 AS ES RONI 38/120 AS ST R 3/8“ 120
RONI 38/350 AS ES RONI 38/350 AS ST R 3/8“ 350

Diameter 21.3 mm (1/2“)
RONI 12/35 AS ES RONI 12/35 AS ST R 1/2“ 35*
RONI 12/40 AS ES RONI 12/40 AS ST R 1/2“ 40
RONI 12/60 AS ES RONI 12/60 AS ST R 1/2“ 60
RONI 12/80 AS ES RONI 12/80 AS ST R 1/2“ 80
RONI 12/100 AS ES RONI 12/100 AS ST R 1/2“ 100
RONI 12/120 AS ES RONI 12/120 AS ST R 1/2“ 120

Diameter 26.9 mm (3/4“)
RONI 34/30 AS ES RONI 34/30 AS ST R 3/4“ 30
RONI 34/40 AS ES RONI 34/40 AS ST R 3/4“ 40*
RONI 34/60 AS ES RONI 34/60 AS ST R 3/4“ 60
RONI 34/80 AS ES RONI 34/80 AS ST R 3/4“ 80
RONI 34/100 AS ES RONI 34/100 AS ST R 3/4“ 100
RONI 34/120 AS ES RONI 34/120 AS ST R 3/4“ 120
RONI 34/200 AS ES RONI 34/200 AS ST R 3/4“ 200

Diameter 33.7 mm (1“)
RONI 10/40 AS ES RONI 10/40 AS ST R 1“ 40*
RONI 10/60 AS ES RONI 10/60 AS ST R 1“ 60
RONI 10/80 AS ES RONI 10/80 AS ST R 1“ 80
RONI 10/100 AS ES RONI 10/100 AS ST R 1“ 100
RONI 10/120 AS ES RONI 10/120 AS ST R 1“ 120

* DIN installation length

Thread L
Diameter 42.4 mm (11/4“)
RONI 114/50 AS ES RONI 114/50 AS ST R 11/4“ 50*
RONI 114/60 AS ES RONI 114/60 AS ST R 11/4“ 60
RONI 114/80 AS ES RONI 114/80 AS ST R 11/4“ 80
RONI 114/100 AS ES RONI 114/100 AS STR 11/4“ 100
RONI 114/120 AS ES RONI 114/120 AS STR 11/4“ 120
RONI 114/130 AS ES RONI 114/130 AS STR 11/4“ 130

Diameter 48.3 mm (11/2“)
RONI 112/50 AS ES RONI 112/50 AS ST R 11/2“ 50*
RONI 112/60 AS ES RONI 112/60 AS ST R 11/2“ 60
RONI 112/80 AS ES RONI 112/80 AS ST R 11/2“ 80
RONI 112/100 AS ES RONI 112/100 AS STR 11/2“ 100
RONI 112/120 AS ES RONI 112/120 AS STR 11/2“ 120
RONI 112/150 AS ES --- R 11/2“ 150
RONI 112/300 AS ES --- R 11/2“ 300

Diameter 60.3 mm (2“)
RONI 20/50 AS ES RONI 20/50 AS ST R 2“ 50*
RONI 20/60 AS ES RONI 20/60 AS ST R 2“ 60
RONI 20/80 AS ES RONI 20/80 AS ST R 2“ 80
RONI 20/100 AS ES RONI 20/100 AS ST R 2“ 100
RONI 20/120 AS ES RONI 20/120 AS ST R 2“ 120
RONI 20/200 AS ES RONI 20/200 AS ST R 2“ 200
RONI 20/400 AS ES --- R 2“ 200

Diameter 76.1 mm (21/2“)
RONI 212/50 AS ES RONI 212/50 AS ST R 21/2“ 50
RONI 212/60 AS ES RONI 212/60 AS ST R 21/2“ 60*
RONI 212/80 AS ES RONI 212/80 AS ST R 21/2“ 80
RONI 212/100 AS ES RONI 212/100 AS STR 21/2“ 100
RONI 212/120 AS ES RONI 212/120 AS STR 21/2“ 120
RONI 212/170 AS ES RONI 212/170 AS STR 21/2“ 170

Diameter 88.9 mm (3“)
RONI 30/50 AS ES RONI 30/50 AS ST R 3“ 50
RONI 30/60 AS ES RONI 30/60 AS ST R 3“ 60
RONI 30/70 AS ES RONI 30/70 AS ST R 3“ 70*
RONI 30/80 AS ES RONI 30/80 AS ST R 3“ 80
RONI 30/100 AS ES RONI 30/100 AS ST R 3“ 100
RONI 30/120 AS ES RONI 30/120 AS ST R 3“ 120

Diameter 114.3 mm (4“)
RONI 40/50 AS ES RONI 40/50 AS ST R 4“ 50
RONI 40/60 AS ES RONI 40/60 AS ST R 4“ 60*
RONI 40/80 AS ES RONI 40/80 AS ST R 4“ 80
RONI 40/100 AS ES RONI 40/100 AS ST R 4“ 100
RONI 40/120 AS ES RONI 40/120 AS ST R 4“ 120

Welding nipples similar to EN 10241/DIN 2982 up to 50 bar

L

L

DD

Hose nozzles with weld ends PN 20

D
ST 1413 AS ES 13.5 (1/4“) 13 70
ST 3816 AS ES 17.2 (3/8“) 16 70
ST 1219 AS ES 21.3 (1/2“) 19 70
ST 3425 AS ES 26.9 (3/4“) 25 70
ST 1032 AS ES 33.7 (1“) 32 70
ST 11440 AS ES 42.4 (11/4“) 40 70
ST 11250 AS ES 48.3 (11/2“) 48 (50*) 100
ST 2060 AS ES 60.3 (2“) 60 100
ST 21275 AS ES 76.1 (21/2“) 75 120
ST 3090 AS ES 88.9 (3“) 88 (90*) 120

* with flexible hoses when using suitable hose clips

Thread Thread PN*
DN 7/16-7/16 DN 7/16-7/16 ES UNF 7/16“-20 UNF 7/16“-20 310 bar
DN 1/2-1/2 DN 1/2-1/2 ES UNF 1/2“-20 UNF 1/2“-20 275 bar
DN 9/16-7/16 DN 9/16-7/16 ES UNF 9/16“-18 UNF 7/16“-20 275 bar
DN 9/16-1/2 --- UNF 9/16“-18 UNF 1/2“-20 275 bar
DN 9/16-9/16 DN 9/16-9/16 ES UNF 9/16“-18 UNF 9/16“-18 275 bar
DN 3/4-9/16 DN 3/4-9/16 ES UNF 3/4“-16 UNF 9/16“-18 275 bar
DN 3/4-3/4 DN 3/4-3/4 ES UNF 3/4“-16 UNF 3/4“-16 275 bar
DN 7/8-1/2 --- UNF 7/8“-14 UNF 1/2“-20 210 bar
DN 7/8-3/4 DN 7/8-3/4 ES UNF 7/8“-14 UNF 3/4“-16 210 bar
DN 7/8-7/8 DN 7/8-7/8 ES UNF 7/8“-14 UNF 7/8“-14 210 bar
DN 11/16-3/4 DN 11/16-3/4 ES UN 11/16“-12 UNF 3/4“-16 210 bar
Other sizes are found in our Online Shop
* the safety factor reached in tests with hydraulic oil was four-times, please ask in individual cases

Double nipples with JIC threads up to 310 bar

JIC

JIC

Liquid seals, 
gaskets & tapes 
from page 549

Welding nipples/adapters
Aluminium, copper
and steel pipes 
from page 250 Type 50 bar, ST 37

black steel
Type 50 bar, ST 37
black steel

Type 20 bar
AISI 316Ti

Type 20 bar
AISI 316Ti

Hose Ø
internal

Install.
length

Type 
AISI 316Ti

Type 
AISI 316Ti

Type 
zinc-plated steel
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Thread Thread SW Length** PN*
DN 1818 NPT DN 1818 NPT ES NPT 1/8“ NPT 1/8“ 12 27.0 345 bar
DN 1418 NPT DN 1418 NPT ES NPT 1/4“ NPT 1/8“ 14 30.5 275 bar
DN 1414 NPT DN 1414 NPT ES NPT 1/4“ NPT 1/4“ 14 36.5 275 bar
DN 3818 NPT DN 3818 NPT ES NPT 3/8“ NPT 1/8“ 17 30.5 210 bar
DN 3814 NPT DN 3814 NPT ES NPT 3/8“ NPT 1/4“ 19 36.5 210 bar
DN 3838 NPT DN 3838 NPT ES NPT 3/8“ NPT 3/8“ 19 36.5 210 bar
DN 1214 NPT DN 1214 NPT ES NPT 1/2“ NPT 1/4“ 22 40.5 210 bar
DN 1238 NPT DN 1238 NPT ES NPT 1/2“ NPT 3/8“ 22 43.7 210 bar
DN 1212 NPT DN 1212 NPT ES NPT 1/2“ NPT 1/2“ 22 48.4 210 bar
DN 3412 NPT DN 3412 NPT ES NPT 3/4“ NPT 1/2“ 27 50.0 170 bar
DN 3434 NPT DN 3434 NPT ES NPT 3/4“ NPT 3/4“ 27 50.0 170 bar
DN 1034 NPT DN 1034 NPT ES NPT 1“ NPT 3/4“ 36 54.0 140 bar
DN 1010 NPT DN 1010 NPT ES NPT 1“ NPT 1“ 36 59.0 140 bar
DN 114114 NPT DN 114114 NPT ES NPT 11/4“ NPT 11/4“ 46 63.0 80 bar

* the safety factor reached in tests with hydraulic oil was four-times, please ask in individual cases,
** Details apply for stainless steel type. For all other types, please ask.

Double nipples with NPT threads up to 345 bar

NPT

NPT

NPT

NPT

Thread Thread SW   Length
DN 18G18NPT ES G 1/8“ NPT 1/8“ 14 26
DN 14G14NPT ES G 1/4“ NPT 1/4“ 19 33.5
DN 38G38NPT ES G 3/8“ NPT 3/8“ 22 38
DN 12G12NPT ES G 1/2“ NPT 1/2“ 27    43
DN 34G34NPT ES G 3/4“ NPT 3/4“ 32    47

Double nipples with G threads/NPT threads PN 40

NPT

G

Thread Thread SW Length
DN 10G10NPT ES G 1“ NPT 1“ 41 55
DN 114G114NPT ES G 11/4“ NPT 11/4“ 50 66
DN 112G112NPT ES G 11/2“ NPT 11/2“ 55 64
DN 20G20NPT ES G 2“ NPT 2“ 70 66

High pressure double nipples G threads/NPT threads up to 800 bar

NPT

G

Thread Thread SW
DN 1414 MS RHLH G 1/4“ G 1/4“ LH 17
DN 3838 MS RHLH G 3/8“ G 3/8“ LH 19
DN 1212 MS RHLH G 1/2“ G 1/2“ LH 22
DN 3434 MS RHLH G 3/4“ G 3/4“ LH 27

Double nipples with right-hand threads/left-hand threads PN 16

Thread Thread SW
DN 1010 MS RHLH G 1“ G 1“ LH 36
DN 114114 MS RHLH G 11/4“ G 11/4“ LH 46
DN 112112 MS RHLH G 11/2“ G 11/2“ LH 50

Thread Thread SW
DN 1414 MS LH G 1/4“ LH G 1/4“ LH 17
DN 3838 MS LH G 3/8“ LH G 3/8“ LH 19

Double nipples with left-hand threads PN 16

NPT

R

Thread Thread SW   Length
DN 18R18NPT MSV R 1/8“ NPT 1/8“ 11    27
DN 14R14NPT MSV R 1/4“ NPT 1/4“ 14    35
DN 38R38NPT MSV R 3/8“ NPT 3/8“ 17    37

Double nipples with R threads/NPT threads PN 60

Thread Thread SW   Length
DN 12R12NPT MSV R 1/2“ NPT 1/2“ 22    46
DN 34R34NPT MSV R 3/4“ NPT 3/4“ 27    47

Thread PN
HDA 14 G 1/4“ NPT 1/4“ 800 bar*
HDA 38 G 3/8“ NPT 3/8“ 700 bar*

* with 2-fold safety

Thread Thread SW
Imperial/metric threads
DN 14-M14 MS G 1/4“ M 14 x 1.5 17
DN 14-M16 MS G 1/4“ M 16 x 1.5 19
DN 38-M14 MS G 3/8“ M 14 x 1.5 19
DN 38-M16 MS G 3/8“ M 16 x 1.5 19
DN 12-M24 MS G 1/2“ M 24 x 1.5 27

Metric/metric threads
DN M14-M14 MS M 14 x 1.5 M 14 x 1.5 17
DN M16-M14 MS M 16 x 1.5 M 14 x 1.5 17
DN M16-M16 MS M 16 x 1.5 M 16 x 1.5 19
DN M24-M24 MS M 24 x 1.5 M 24 x 1.5 27

Double nipples with metric threads/G threads and metric threads PN 16

G/M
M

Double nipples/adapters

Type 
brass

Type 
brass

Type 
brass

Type 
brass

Type
brass nickel-plated

Type
brass nickel-plated

Type 
zinc-plated steel

Thread
with internal cone

Type 
AISI 316Ti

Type 
zinc-plated steel

Type 
AISI 316Ti

Type 
AISI 316Ti
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L

L

We produce your desired length 
in stainless steel!TI

P

More sizes 
on the next page

Pipe nipples

L

type 530

type 23

Pipe double nipples similar to EN 10241 (DIN 2982) up to 50 bar

Thread L
--- --- RONI 18/30 ST R 1/8“ 30
--- RONI 18/40 ES RONI 18/40 ST R 1/8“ 40
--- RONI 18/50 ES --- R 1/8“ 50
--- RONI 18/60 ES RONI 18/60 ST R 1/8“ 60
--- RONI 18/80 ES RONI 18/80 ST R 1/8“ 80
--- RONI 18/100 ES RONI 18/100 ST R 1/8“ 100
--- RONI 18/120 ES RONI 18/120 ST R 1/8“ 120
--- RONI 14/30 ES RONI 14/30 ST R 1/4“ 30
--- RONI 14/40 ES RONI 14/40 ST R 1/4“ 40
--- RONI 14/60 ES RONI 14/60 ST R 1/4“ 60
--- RONI 14/70 ES --- R 1/4“ 70
--- RONI 14/80 ES RONI 14/80 ST R 1/4“ 80
--- RONI 14/100 ES RONI 14/100 ST R 1/4“ 100
--- RONI 14/120 ES RONI 14/120 ST R 1/4“ 120
--- RONI 14/150 ES RONI 14/150 ST R 1/4“ 150
--- RONI 14/160 ES --- R 1/4“ 160

--- RONI 14/180 ES RONI 14/180 ST R 1/4“ 180
--- RONI 14/200 ES RONI 14/200 ST R 1/4“ 200
--- RONI 14/250 ES RONI 14/250 ST R 1/4“ 250
--- RONI 38/30 ES --- R 3/8“ 30

RONI 38/40 MS RONI 38/40 ES RONI 38/40 ST R 3/8“ 40
RONI 38/60 MS RONI 38/60 ES RONI 38/60 ST R 3/8“ 60
RONI 38/80 MS RONI 38/80 ES RONI 38/80 ST R 3/8“ 80
RONI 38/100 MS RONI 38/100 ES RONI 38/100 ST R 3/8“ 100

--- RONI 38/120 ES RONI 38/120 ST R 3/8“ 120
--- RONI 38/150 ES RONI 38/150 ST R 3/8“ 150
--- RONI 38/180 ES RONI 38/180 ST R 3/8“ 180
--- RONI 38/200 ES RONI 38/200 ST R 3/8“ 200
--- RONI 38/250 ES RONI 38/250 ST R 3/8“ 250
--- RONI 38/500 ES --- R 3/8“ 500
--- RONI 12/25 ES --- R 1/2“ 25

RONI 12/30 MS RONI 12/30 ES --- R 1/2“ 30
RONI 12/40 MS RONI 12/40 ES RONI 12/40 ST R 1/2“ 40
RONI 12/60 MS RONI 12/60 ES RONI 12/60 ST R 1/2“ 60
RONI 12/80 MS RONI 12/80 ES RONI 12/80 ST R 1/2“ 80
RONI 12/100 MS RONI 12/100 ES RONI 12/100 ST R 1/2“ 100
RONI 12/120 MS RONI 12/120 ES RONI 12/120 ST R 1/2“ 120
RONI 12/150 MS RONI 12/150 ES RONI 12/150 ST R 1/2“ 150
RONI 12/180 MS RONI 12/180 ES RONI 12/180 ST R 1/2“ 180
RONI 12/200 MS RONI 12/200 ES RONI 12/200 ST R 1/2“ 200

--- RONI 12/250 ES RONI 12/250 ST R 1/2“ 250
--- RONI 12/500 ES --- R 1/2“ 500
--- RONI 34/30 ES --- R 3/4“ 30

RONI 34/40 MS RONI 34/40 ES RONI 34/40 ST R 3/4“ 40
RONI 34/60 MS RONI 34/60 ES RONI 34/60 ST R 3/4“ 60 
RONI 34/80 MS RONI 34/80 ES RONI 34/80 ST R 3/4“ 80
RONI 34/100 MS RONI 34/100 ES RONI 34/100 ST R 3/4“ 100
RONI 34/120 MS RONI 34/120 ES RONI 34/120 ST R 3/4“ 120
RONI 34/150 MS RONI 34/150 ES RONI 34/150 ST R 3/4“ 150
RONI 34/180 MS RONI 34/180 ES RONI 34/180 ST R 3/4“ 180
RONI 34/200 MS RONI 34/200 ES RONI 34/200 ST R 3/4“ 200

--- RONI 34/250 ES RONI 34/250 ST R 3/4“ 250
--- RONI 10/30 ES --- R 1“ 30

RONI 10/40 MS RONI 10/40 ES RONI 10/40 ST R 1“ 40
RONI 10/60 MS RONI 10/60 ES RONI 10/60 ST R 1“ 60
RONI 10/80 MS RONI 10/80 ES RONI 10/80 ST R 1“ 80
RONI 10/100 MS RONI 10/100 ES RONI 10/100 ST R 1“ 100
RONI 10/120 MS RONI 10/120 ES RONI 10/120 ST R 1“ 120
RONI 10/150 MS RONI 10/150 ES RONI 10/150 ST R 1“ 150

--- RONI 10/170 ES --- R 1“ 170
RONI 10/180 MS RONI 10/180 ES RONI 10/180 ST R 1“ 180
RONI 10/200 MS RONI 10/200 ES RONI 10/200 ST R 1“ 200

--- RONI 10/250 ES RONI 10/250 ST R 1“ 250
--- RONI 10/300 ES --- R 1“ 300
--- RONI 10/400 ES --- R 1“ 400
--- RONI 10/600 ES --- R 1“ 600

RONI 114/40 MS RONI 114/40 ES RONI 114/40 ST R 11/4“ 40
--- RONI 114/50 ES --- R 11/4“ 50

RONI 114/60 MS RONI 114/60 ES RONI 114/60 ST R 11/4“ 60
RONI 114/80 MS RONI 114/80 ES RONI 114/80 ST R 11/4“ 80
RONI 114/100 MS RONI 114/100 ES RONI 114/100 ST R 11/4“ 100
RONI 114/120 MS RONI 114/120 ES RONI 114/120 ST R 11/4“ 120
RONI 114/150 MS RONI 114/150 ES RONI 114/150 ST R 11/4“ 150
RONI 114/180 MS RONI 114/180 ES RONI 114/180 ST R 11/4“ 180
RONI 114/200 MS RONI 114/200 ES RONI 114/200 ST R 11/4“ 200

--- RONI 114/250 ES RONI 114/250 ST R 11/4“ 250
--- RONI 114/300 ES RONI 114/300 ST R 11/4“ 300

Continue to the next side

Type 50 bar, st. pipe
ST 37 zinc-plated

Type 20 bar
AISI 316Ti

Type 16 bar
brass (G-thread)
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Water pump pliers
and pliers
wrenches in the
Online Shop

Threaded fittings 
from page 102

L

L

Continued from
previous page

Pipe nipples

L

type 530

type 23

Water hoses -
Goldschlange®

on page 212

Shut-off valve
on page 295

Fine and backwash 
filter for drinking water 
on page 361

HP check valves 
of various shapes 
from page 450

Coupling sockets
NW7 from page 150

Garden hose
couplings
from page 178

Threaded nozzles &
hose nozzles
from page 64

Liquid seals, 
gaskets & tapes
from page 549

Sealing flax and other
sealing materials
from page 556

Distributor bars
from page 132

Pipe double nipples similar to EN 10241 (DIN 2982) up to 50 bar

Thread L
RONI 112/40 MS RONI 112/40 ES RONI 112/40 ST R 11/2“ 40
RONI 112/60 MS RONI 112/60 ES RONI 112/60 ST R 11/2“ 60
RONI 112/80 MS RONI 112/80 ES RONI 112/80 ST R 11/2“ 80
RONI 112/100 MS RONI 112/100 ES RONI 112/100 ST R 11/2“ 100
RONI 112/120 MS RONI 112/120 ES RONI 112/120 ST R 11/2“ 120
RONI 112/150 MS RONI 112/150 ES RONI 112/150 ST R 11/2“ 150
RONI 112/180 MS RONI 112/180 ES RONI 112/180 ST R 11/2“ 180
RONI 112/200 MS RONI 112/200 ES RONI 112/200 ST R 11/2“ 200

--- RONI 112/250 ES RONI 112/250 ST R 11/2“ 250
--- RONI 112/300 ES RONI 112/300 ST R 11/2“ 300
--- RONI 112/600 ES --- R 11/2“ 600
--- RONI 20/30 ES --- R 2“ 30
--- RONI 20/40 ES RONI 20/40 ST R 2“ 40
--- RONI 20/50 ES --- R 2“ 50

RONI 20/60 MS RONI 20/60 ES RONI 20/60 ST R 2“ 60
RONI 20/80 MS RONI 20/80 ES RONI 20/80 ST R 2“ 80
RONI 20/100 MS RONI 20/100 ES RONI 20/100 ST R 2“ 100
RONI 20/120 MS RONI 20/120 ES RONI 20/120 ST R 2“ 120

--- RONI 20/130 ES --- R 2“ 130
RONI 20/150 MS RONI 20/150 ES RONI 20/150 ST R 2“ 150

--- RONI 20/180 ES RONI 20/180 ST R 2“ 180
RONI 20/200 MS RONI 20/200 ES RONI 20/200 ST R 2“ 200

--- RONI 20/250 ES RONI 20/250 ST R 2“ 250
--- RONI 20/300 ES RONI 20/300 ST R 2“ 300
--- RONI 212/80 ES RONI 212/80 ST R 21/2“ 80
--- RONI 212/100 ES RONI 212/100 ST R 21/2“ 100
--- RONI 212/120 ES RONI 212/120 ST R 21/2“ 120
--- RONI 212/150 ES RONI 212/150 ST R 21/2“ 150
--- RONI 212/180 ES RONI 212/180 ST R 21/2“ 180
--- RONI 212/200 ES RONI 212/200 ST R 21/2“ 200
--- RONI 212/250 ES RONI 212/250 ST R 21/2“ 250
--- RONI 212/300 ES RONI 212/300 ST R 21/2“ 300
--- RONI 212/620 ES --- R 21/2“ 620
--- RONI 30/80 ES RONI 30/80 ST R 3“ 80
--- RONI 30/100 ES RONI 30/100 ST R 3“ 100
--- RONI 30/120 ES RONI 30/120 ST R 3“ 120
--- RONI 30/150 ES RONI 30/150 ST R 3“ 150
--- RONI 30/180 ES RONI 30/180 ST R 3“ 180
--- RONI 30/200 ES RONI 30/200 ST R 3“ 200
--- RONI 30/250 ES RONI 30/250 ST R 3“ 250
--- RONI 30/300 ES RONI 30/300 ST R 3“ 300
--- RONI 40/80 ES RONI 40/80 ST R 4“ 80
--- RONI 40/100 ES RONI 40/100 ST R 4“ 100
--- RONI 40/120 ES RONI 40/120 ST R 4“ 120
--- RONI 40/150 ES RONI 40/150 ST R 4“ 150
--- RONI 40/200 ES RONI 40/200 ST R 4“ 200
--- RONI 40/250 ES RONI 40/250 ST R 4“ 250
--- RONI 40/300 ES RONI 40/300 ST R 4“ 300

Type 50 bar, st. pipe
ST 37 zinc-plated

Type 20 bar
AISI 316Ti

Type 16 bar
bras (G-thread)
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metallic-conical
sealing

metallic-conical
sealing

soft sealing (flat)

Double nipples separable with male threads - conical sealing up to 25 bar

type 336

Order accessories at the same time!

Please also order seals 
for the malleable cast iron type!

Type 16 bar Type 16 bar Type 25 bar mall.
brass AISI 316 cast iron galv. Thread

--- DNT 1818 i ES --- Rp 1/8“
--- DNT 1414 i ES DNT 1414 i ST Rp 1/4“
--- DNT 3838 i ES DNT 3838 i ST Rp 3/8“

DNT 1212 i MS DNT 1212 i ES* DNT 1212 i ST Rp 1/2“
DNT 3434 i MS DNT 3434 i ES* DNT 3434 i ST Rp 3/4“
DNT 1010 i MS DNT 1010 i ES* DNT 1010 i ST Rp 1“
DNT 114114 i MS DNT 114114 i ES* DNT 114114 i ST Rp 11/4“
DNT 112112 i MS DNT 112112 i ES* DNT 112112 i ST Rp 11/2“
DNT 2020 i MS DNT 2020 i ES* DNT 2020 i ST Rp 2“

--- DNT 212212 i ES DNT 212212 i ST Rp 21/2“
--- DNT 3030 i ES DNT 3030 i ST Rp 3“
--- DNT 4040 i ES --- Rp 4“

* optional: NPT thread -NPT

Screw connections with female threads - conical sealing up to 25 bar
Warning: Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recom-

mended to mix individual parts.
Optional: NPT thread -NPT

type 340/U11

Order example: DNT 1212 i ES **F

F

Warning:Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recom-
mended to mix individual parts.

metallic-conical
sealing

soft sealing (flat)

Double nipples separable with male threads - flat sealing up to 25 bar
Materials: Seal: Type brass: Centellen*, type AISI 316: PTFE, type malleable cast iron galvanised: Please order separately!

Warning: Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recommended
to mix individual parts.

Double nipples separable with male threads - conical/flat sealing PN 40
Materials: AISI 316Ti, seal: PTFE

Warning: Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recom-
mended to mix individual parts.

Thread Thread
DNT 1818 ES4A DNT 1818 F ES4A R 1/8“ R 1/8“
DNT 1414 ES4A DNT 1414 F ES4A R 1/4“ R 1/4“
DNT 3814 ES4A --- R 3/8“ R 1/4“
DNT 3838 ES4A DNT 3838 F ES4A R 3/8“ R 3/8“
DNT 1212 ES4A DNT 1212 F ES4A R 1/2“ R 1/2“

type 344

Standard type

Separable screw connections

Designation for the options:
NPT thread  . . . . . . . . . . . .-NPT

Thread Thread
DNT 1818 MS DNT 1818 MSV DNT 1818 ES --- R 1/8“ R 1/8“
DNT 1418 MS DNT 1418 MSV --- --- R 1/4“ R 1/8“
DNT 1414 MS DNT 1414 MSV DNT 1414 ES DNT 1414 ST R 1/4“ R 1/4“
DNT 3814 MS DNT 3814 MSV --- --- R 3/8“ R 1/4“
DNT 3838 MS DNT 3838 MSV DNT 3838 ES DNT 3838 ST R 3/8“ R 3/8“
DNT 1238 MS DNT 1238 MSV --- --- R 1/2“ R 3/8“
DNT 1212 MS DNT 1212 MSV DNT 1212 ES DNT 1212 ST R 1/2“ R 1/2“
DNT 3434 MS DNT 3434 MSV DNT 3434 ES DNT 3434 ST R 3/4“ R 3/4“
DNT 1010 MS DNT 1010 MSV DNT 1010 ES DNT 1010 ST R 1“ R 1“

--- --- DNT 114114 ES DNT 114114 ST R 11/4“ R 11/4“
--- --- DNT 112112 ES DNT 112112 ST R 11/2“ R 11/2“
--- --- DNT 2020 ES DNT 2020 ST R 2“ R 2“

Type 25 bar mall.
cast iron galv.

Type 16 bar 
brass 

Type 16 bar brass
nickel-plated

Type 16 bar
AISI 316

Thread
--- DNT 1818 F ES R 1/8“
--- DNT 1414 F ES R 1/4“
--- DNT 3838 F ES R 3/8“

DNT 1212 F MS DNT 1212 F ES R 1/2“
DNT 3434 F MS DNT 3434 F ES R 3/4“
DNT 1010 F MS DNT 1010 F ES R 1“
DNT 114114 F MS DNT 114114 F ES R 11/4“
DNT 112112 F MS DNT 112112 F ES R 11/2“
DNT 2020 F MS DNT 2020 F ES R 2“

Thread
--- --- R 1/8“
--- --- R 1/4“
--- --- R 3/8“
DNT 1212 F ST DNT 12 Di NBR R 1/2“
DNT 3434 F ST DNT 34 Di NBR R 3/4“
DNT 1010 F ST DNT 10 Di NBR R 1“
DNT 114114 F ST DNT 114 Di NBR R 11/4“
DNT 112112 F ST DNT 112 Di NBR R 11/2“

--- --- R 2“
* application area: water, steam, alcohol, flammable gases, hydrocarbon based oils

Type 25 bar mall.
cast iron galv.

Type 16 bar 
brass 

Type 16 bar
AISI 316

NBR seal 
for mall. cast iron

Type conical
sealing

Type flat
sealing
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soft sealing (flat)
type 331/U2

Order accessories at the same time!

Please also order seals 
for the malleable cast iron type!

metallic-conical
sealing

soft sealing (flat)

Thread
--- DNT 1818 iF ES Rp 1/8“
--- DNT 1414 iF ES Rp 1/4“
--- DNT 3838 iF ES Rp 3/8“

DNT 1212 iF MS DNT 1212 iF ES Rp 1/2“
DNT 3434 iF MS DNT 3434 iF ES Rp 3/4“
DNT 1010 iF MS DNT 1010 iF ES Rp 1“
DNT 114114 iF MS DNT 114114 iF ES Rp 11/4“
DNT 112112 iF MS DNT 112112 iF ES Rp 11/2“
DNT 2020 iF MS DNT 2020 iF ES Rp 2“

--- DNT 212212 iF ES Rp 21/2“
--- DNT 3030 iF ES Rp 3“
--- DNT 4040 iF ES Rp 4“

Screw connections with female threads - flat sealing up to 25 bar
Materials: Seal: Type brass: Centellen*, type AISI 316: PTFE, type mall. cast iron galvanised: Please order separately!

Warning: Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recom-
mended to mix individual parts.

Thread
--- --- Rp 1/8“

DNT 1414 iF ST DNT 14 Di NBR Rp 1/4“
DNT 3838 iF ST DNT 38 Di NBR Rp 3/8“
DNT 1212 iF ST DNT 12 Di NBR Rp 1/2“
DNT 3434 iF ST DNT 34 Di NBR Rp 3/4“
DNT 1010 iF ST DNT 10 Di NBR Rp 1“
DNT 114114 iF ST DNT 114 Di NBR Rp 11/4“
DNT 112112 iF ST DNT 112 Di NBR Rp 11/2“
DNT 2020 iF ST DNT 20 Di NBR Rp 2“
DNT 212212 iF ST DNT 212 Di NBR Rp 21/2“
DNT 3030 iF ST DNT 30 Di NBR Rp 3“

--- --- Rp 4“

type 330/U1

* application area: water, steam, alcohol, flammable gases, hydrocarbon based oils

Screw connections with female and male threads - conical sealing up to 25 bar

--- DNT 1818 iA ES* --- Rp 1/8“ R 1/8“
--- DNT 1414 iA ES* DNT 1414 iA ST Rp 1/4“ R 1/4“
--- DNT 3838 iA ES* DNT 3838 iA ST Rp 3/8“ R 3/8“

DNT 1212 iA MS DNT 1212 iA ES* DNT 1212 iA ST Rp 1/2“ R 1/2“
DNT 3434 iA MS DNT 3434 iA ES* DNT 3434 iA ST Rp 3/4“ R 3/4“
DNT 1010 iA MS DNT 1010 iA ES* DNT 1010 iA ST Rp 1“ R 1“
DNT 114114 iA MS DNT 114114 iA ES* DNT 114114 iA ST Rp 11/4“ R 11/4“
DNT 112112 iA MS DNT 112112 iA ES* DNT 112112 iA ST Rp 11/2“ R 11/2“
DNT 2020 iA MS DNT 2020 iA ES* DNT 2020 iA ST Rp 2“ R 2“

--- DNT 212212 iA ES DNT 212212 iA ST Rp 21/2“ R 21/2“
--- DNT 3030 iA ES DNT 3030 iA ST Rp 3“ R 3“
--- DNT 4040 iA ES --- Rp 4“ R 4“

* optional: NPT thread -NPT

--- DNT 1818 iAF ES Rp/R 1/8“
--- DNT 1414 iAF ES Rp/R 1/4“
--- DNT 3838 iAF ES Rp/R 3/8“

DNT 1212 iAF MS DNT 1212 iAF ES Rp/R 1/2“
DNT 3434 iAF MS DNT 3434 iAF ES Rp/R 3/4“
DNT 1010 iAF MS DNT 1010 iAF ES Rp/R 1“
DNT 114114 iAF MS DNT 114114 iAF ES Rp/R 11/4“
DNT 112112 iAF MS DNT 112112 iAF ES Rp/R 11/2“
DNT 2020 iAF MS DNT 2020 iAF ES Rp/R 2“

--- DNT 212212 iAF ES Rp/R 21/2“
--- DNT 3030 iAF ES Rp/R 3“
--- DNT 4040 iAF ES Rp/R 4“

Screw connections with female and male threads - flat sealing up to 25 bar
Materials: Seal: Type brass: Centellen*, type AISI 316: PTFE, type mall. cast iron galvanised: Please order separately!

Warning: Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recom-
mended to mix individual parts.

type 341/U12

* application area: water, steam, alcohol, flammable gases, hydrocarbon based oils

Order example: DNT 1212 iA ES **F

F

Standard type

Warning: Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recom-
mended to mix individual parts.

Optional: NPT thread -NPT

--- --- Rp/R 1/8“
--- --- Rp/R 1/4“

DNT 3838 iAF ST DNT 38 Di NBR Rp/R 3/8“
DNT 1212 iAF ST DNT 12 Di NBR Rp/R 1/2“
DNT 3434 iAF ST DNT 34 Di NBR Rp/R 3/4“
DNT 1010 iAF ST DNT 10 Di NBR Rp/R 1“
DNT 114114 iAF ST DNT 114 Di NBR Rp/R 11/4“
DNT 112112 iAF ST DNT 112 Di NBR Rp/R 11/2“
DNT 2020 iAF ST DNT 20 Di NBR Rp/R 2“
DNT 212212 iAF ST DNT 212 Di NBR Rp/R 21/2“
DNT 3030 iAF ST DNT 30 Di NBR Rp/R 3“

--- --- Rp/R 4“

Separable screw connections

Designation for the options:
NPT thread  . . . . . . . . . . . .-NPT

Type 25 bar mall.
cast iron galv.

Type 16 bar 
brass 

Type 16 bar
AISI 316

Thread
female

Thread
male

Type 25 bar mall.
cast iron galv.

Type 16 bar 
brass 

Type 16 bar
AISI 316

NBR seal 
for mall. cast iron

Thread
(FT/MT)

Thread
(FT/MT)

Type 25 bar mall.
cast iron galv.

Type 16 bar 
brass 

Type 16 bar
AISI 316

NBR seal 
for mall. cast iron

Order accessories at the same time!

Please also order seals 
for the malleable cast iron type!

Replacements seals for flat sealing, separable double nipples and screw connections

Thread
--- --- DNT 18 Di TE DR 18 TE --- R/Rp 1/8“
--- --- DNT 14 Di TE DR 14 TE DNT 14 Di NBR R/Rp 1/4“
--- --- DNT 38 Di TE DR 38 TE DNT 38 Di NBR R/Rp 3/8“

DNT 12 Di CE DNT 12 iF Di CE DNT 12 Di TE DR 38 TE DNT 12 Di NBR R/Rp 1/2“
DNT 34 Di CE DNT 34 iF Di CE DNT 34 Di TE --- DNT 34 Di NBR R/Rp 3/4“
DNT 10 Di CE DNT 10 iF Di CE DNT 10 Di TE --- DNT 10 Di NBR R/Rp 1“
DNT 114 Di CE DNT 114 iF Di CE DNT 114 Di TE --- DNT 114 Di NBR R/Rp 1 1/4“
DNT 112 Di CE DNT 112 iF Di CE DNT 112 Di TE --- DNT 112 Di NBR R/Rp 1 1/2“
DNT 20 Di CE DNT 20 iF Di CE DNT 20 Di TE --- DNT 20 Di NBR R/Rp 2“

--- --- DNT 212 Di TE --- DNT 212 Di NBR R/Rp 2 1/2“
--- --- DNT 30 Di TE --- DNT 30 Di NBR R/Rp 3“
--- --- DNT 40 Di TE --- --- R/Rp 4“

Centellen for
brass (double-
sided FT)

PTFE for
AISI 316

PTFE for 
AISI 316Ti
(both sides MT)

NBR 
for malleable 
cast iron

Centellen
for brass
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DNT 14 Di TE
DNT 38 Di TE
DNT 12 Di TE
DNT 34 Di TE
DNT 10 Di TE
DNT 114 Di TE
DNT 112 Di TE
DNT 20 Di TE

DNT 14 Di TE
DNT 38 Di TE
DNT 12 Di TE
DNT 34 Di TE
DNT 10 Di TE
DNT 114 Di TE
DNT 112 Di TE
DNT 20 Di TE

DNT 114 Di TE
DNT 112 Di TE
DNT 20 Di TE
DNT 212 Di TE
DNT 30 Di TE
DNT 40 Di TE

DNT 18 Di TE
DNT 14 Di TE
DNT 38 Di TE
DNT 12 Di TE
DNT 34 Di TE
DNT 10 Di TE

DNT 1818 AS ES 10.2 
DNT 1414 AS ES 13.5
DNT 3838 AS ES 17.2
DNT 1212 AS ES 21.3
DNT 3434 AS ES 26.9
DNT 1010 AS ES 33.7 

Screw connections with weld ends - conical sealing PN 16

DNT 114114 AS ES 42.4 
DNT 112112 AS ES 48.3
DNT 2020 AS ES 60.3
DNT 212212 AS ES 76.1
DNT 3030 AS ES 88.9 
DNT 4040 AS ES 114.3

DNT 1818 ASF ES 10.2
DNT 1414 ASF ES 13.5
DNT 3838 ASF ES 17.2
DNT 1212 ASF ES 21.3
DNT 3434 ASF ES 26.9
DNT 1010 ASF ES 33.7

Screw connections with weld ends - flat sealing PN 16
Materials: AISI 316, seal: PTFE

Warning: Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recom-
mended to mix individual parts.

DNT 114114 ASF ES 42.4
DNT 112112 ASF ES 48.3
DNT 2020 ASF ES 60.3
DNT 212212 ASF ES 76.1
DNT 3030 ASF ES 88.9
DNT 4040 ASF ES 114.3

Materials: AISI 316, seal: PTFE
Warning: Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recom-

mended to mix individual parts.

Thread
DNT 1414 ASiF ES Rp 1/4“ 13.5
DNT 3838 ASiF ES Rp 3/8“ 17.2
DNT 1212 ASiF ES Rp 1/2“ 21.3
DNT 3434 ASiF ES Rp 3/4“ 26.9
DNT 1010 ASiF ES Rp 1“ 33.7 
DNT 114114 ASiF ES Rp 11/4“ 42.4 
DNT 112112 ASiF ES Rp 11/2“ 48.3
DNT 2020 ASiF ES Rp 2“ 60.3

Screw connections with weld ends and female threads - flat sealing PN 16

Thread
DNT 1414 ASi ES Rp 1/4“ 13.5
DNT 3838 ASi ES Rp 3/8“ 17.2
DNT 1212 ASi ES Rp 1/2“ 21.3
DNT 3434 ASi ES Rp 3/4“ 26.9

Screw connections with weld ends and female threads - conical sealing PN 16

Thread
DNT 1010 ASi ES Rp 1“ 33.7 
DNT 114114 ASi ES Rp 11/4“ 42.4 
DNT 112112 ASi ES Rp 11/2“ 48.3
DNT 2020 ASi ES Rp 2“ 60.3

Materials: AISI 316, seal: PTFE
Warning: Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recom-

mended to mix individual parts.

Thread
DNT 1414 ASA ES R 1/4“ 13.5
DNT 3838 ASA ES R 3/8“ 17.2
DNT 1212 ASA ES R 1/2“ 21.3
DNT 3434 ASA ES R 3/4“ 26.9

Screw connections with weld ends and male threads - conical sealing PN 16

Thread
DNT 1010 ASA ES R 1“ 33.7 
DNT 114114 ASA ES R 11/4“ 42.4 
DNT 112112 ASA ES R 11/2“ 48.3
DNT 2020 ASA ES R 2“ 60.3

Thread
DNT 1414 ASAF ES R 1/4“ 13.5
DNT 3838 ASAF ES R 3/8“ 17.2
DNT 1212 ASAF ES R 1/2“ 21.3
DNT 3434 ASAF ES R 3/4“ 26.9
DNT 1010 ASAF ES R 1“ 33.7 
DNT 114114 ASAF ES R 11/4“ 42.4 
DNT 112112 ASAF ES R 11/2“ 48.3
DNT 2020 ASAF ES R 2“ 60.3

Screw connections with weld ends and male threads - flat sealing PN 16

Warning: Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recom-
mended to mix individual parts.

Warning: Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recom-
mended to mix individual parts.

Warning: Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recom-
mended to mix individual parts.

metallic-conical
sealing

soft sealing (flat)

soft sealing (flat)

soft sealing (flat)

metallic-conical
sealing

metallic-conical
sealing

Separable screw connections

Type 
AISI 316

Ø
external

Type 
AISI 316

Ø
external

Type 
AISI 316

Replacement
seal PTFE

Ø
external

Type 
AISI 316

Ø
external

Type 
AISI 316

Ø
external

Type 
AISI 316

Ø
external

Type 
AISI 316

Ø
external

Type 
AISI 316

Ø
external

Replacement
seal PTFE

Replacement
seal PTFE

Type 
AISI 316

Ø
external

Type 
AISI 316

Ø
external

Replacement
seal PTFE
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R

c

a

R

type 95/UA1

R

c

b

R

Rp

c

b

R

Elbow screw connections separable with female and male threads - conical sealing up to 25 bar

Elbow screw connections separable with female and male threads - flat sealing up to 25 bar

b c b c
WET 38 F ST 65 25 WET 38 F ES 61 27 Rp 3/8“ R 3/8“
WET 12 F ST 76 28 WET 12 F ES 72 27 Rp 1/2“ R 1/2“
WET 34 F ST 82 33 WET 34 F ES 69 33 Rp 3/4“ R 3/4“
WET 10 F ST 94 38 WET 10 F ES 89 40 Rp 1“ R 1“
WET 114 F ST 107 45 WET 114 F ES 98 47 Rp 11/4“ Rp 11/4“
WET 112 F ST 115 50 WET 112 F ES 102 52 Rp 11/2“ R 11/2“
WET 20 F ST 128 58 WET 20 F ES 111 62 Rp 2“ R 2“

* application area: water, steam, alcohol, glycol, flammable gases, hydrocarbon based oils

Materials: Type malleable cast iron galvanised, Centellenseal included, type AISI 316: PTFE-seal included
Warning: Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recom-

mended to mix individual parts.

type 98/UA12

type 97/UA2

R

c

a

R

Elbow screw connections separable, both sides with female threads - conical sealing up to 25 bar

Elbow screw connections separable, both sides with female threads - flat sealing up to 25 bar

a c a c Thread
WT 38 F ST 52 25 WT 38 F ES 50 27 Rp 3/8“
WT 12 F ST 58 28 WT 12 F ES 58 27 Rp 1/2“
WT 34 F ST 62 33 WT 34 F ES 54 33 Rp 3/4“
WT 10 F ST 72 38 WT 10 F ES 74 40 Rp 1“
WT 114 F ST 82 45 WT 114 F ES 82 47 Rp 11/4“
WT 112 F ST 90 50 WT 112 F ES 87 52 Rp 11/2“
WT 20 F ST 100 58 WT 20 F ES 93 62 Rp 2“
WT 212 F ST 122 70 --- --- --- Rp 21/2“

* application area: water, steam, alcohol, glycol, flammable gases, hydrocarbon based oils

DNT 38 Di TE
DNT 12 Di TE
DNT 34 Di TE
DNT 10 Di TE
DNT 114 Di TE
DNT 112 Di TE
DNT 20 Di TE
---

WT 38 Di
WT 12 Di
WT 34 Di
WT 10 Di
WT 114 Di
WT 112 Di
WT 20 Di
WT 212 Di

DNT 38 Di TE
DNT 12 Di TE
DNT 34 Di TE
DNT 10 Di TE
DNT 114 Di TE
DNT 112 Di TE
DNT 20 Di TE

WT 38 Di
WT 12 Di
WT 34 Di
WT 10 Di
WT 114 Di
WT 112 Di
WT 20 Di

type 96/UA11

Materials: Type malleable cast iron galvanised, Centellenseal included, type AISI 316: PTFE-seal included
Warning: Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recom-

mended to mix individual parts.

Warning: Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recom-
mended to mix individual parts.

Warning: Version of the sealing surfaces and union nuts varies depending on the manufacturer. It is not recom-
mended to mix individual parts.

metallic-conical
sealing

metallic-conical
sealing

soft sealing (flat)

soft sealing (flat)

Separable screw connections

. a c a c Thread
WT 38 ST 52 25 WT 38 ES 50 27 Rp 3/8“
WT 12 ST 58 28 WT 12 ES 58 27 Rp 1/2“
WT 34 ST 62 33 WT 34 ES 54 33 Rp 3/4“
WT 10 ST 72 38 WT 10 ES 74 40 Rp 1“
WT 114 ST 82 45 WT 114 ES 82 47 Rp 11/4“
WT 112 ST 90 50 WT 112 ES 87 52 Rp 11/2“
WT 20 ST 100 58 WT 20 ES 93 62 Rp 2“
WT 212 ST 122 70 --- --- --- Rp 21/2“
WT 30 ST 135 78 --- --- --- Rp 3“

Type 25 bar mall.
cast iron galv.

Type 16 bar
AISI 316

Replacem. seal
Centellen* for
mall. cast iron

Replacem. seal
PTFE for
AISI 316

Type 25 bar mall.
cast iron galv.

Type 16 bar
AISI 316

. b c b c
WET 38 ST 65 25 WET 38 ES 61 27 Rp 3/8“ R 3/8“
WET 12 ST 76 28 WET 12 ES 72 27 Rp 1/2“ R 1/2“
WET 34 ST 82 33 WET 34 ES 69 33 Rp 3/4“ R 3/4“
WET 10 ST 94 38 WET 10 ES 89 40 Rp 1“ R 1“
WET 114 ST 107 45 WET 114 ES 98 47 Rp 11/4“ R 11/4“
WET 112 ST 115 50 WET 112 ES 102 52 Rp 11/2“ R 11/2“
WET 20 ST 128 58 WET 20 ES 111 62 Rp 2“ R 2“
WET 212 ST 152 70 --- --- --- Rp 21/2“ R 21/2“
WET 30 ST 168 78 --- --- --- Rp 3“ R 3“

Type 25 bar mall.
cast iron galv.

Type 16 bar
AISI 316

Thread
female

Thread
male

Replacem. seal
Centellen* for
mall. cast iron

Replacem. seal
PTFE for
AISI 316

Type 25 bar mall.
cast iron galv.

Type 16 bar
AISI 316

Thread
female

Thread
male
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L

L

L L L Thread SW1)

RN 55 MSV 7 RN 55 MS 10 RN 55 ES 10 M 5 8
RN 1818 MSV 10 RN 1818 MS 15 RN 1818 ES 15 G 1/8“ 14
RN 1818/16 MSV 16 --- --- --- --- G 1/8“ 14
RN 1818/36 MSV 36 --- --- RN 1818/36 ES 36 G 1/8“ 14
RN 1818/45 MSV 45 --- --- RN 1818/45 ES 45 G 1/8“ 14
RN 1414 MSV 13 RN 1414 MS 18 RN 1414 ES 18 G 1/4“ 17
RN 1414/27 MSV 27 --- --- --- --- G 1/4“ 17
RN 1414/43 MSV 43 --- --- --- --- G 1/4“ 17
RN 3838 MSV 14 RN 3838 MS 19 RN 3838 ES 20 G 3/8“ 22
RN 1212 MSV 16 RN 1212 MS 22 RN 1212 ES 22 G 1/2“ 27

--- --- --- --- RN 3434 ES 25 G 3/4“ ---
1) Details apply for the nickel-plated brass type. For all other types, please ask.

Thread extensions with cylindrical male and female threads up to 40 bar
L

L

L

L

L

Thread L
RN 3838/10 MS RN 3838/10 MSV G 3/8“ 10
RN 3838/15 MS RN 3838/15 MSV G 3/8“ 15
RN 3838/20 MS RN 3838/20 MSV G 3/8“ 20
RN 3838/25 MS RN 3838/25 MSV G 3/8“ 25
RN 3838/30 MS RN 3838/30 MSV G 3/8“ 30
RN 3838/40 MS RN 3838/40 MSV G 3/8“ 40
RN 3838/50 MS RN 3838/50 MSV G 3/8“ 50
RN 3838/80 MS --- G 3/8“ 80
RN 3838/100 MS --- G 3/8“ 100
RN 1212/10 MS RN 1212/10 MSV G 1/2“ 10
RN 1212/15 MS RN 1212/15 MSV G 1/2“ 15
RN 1212/20 MS RN 1212/20 MSV G 1/2“ 20
RN 1212/25 MS RN 1212/25 MSV G 1/2“ 25
RN 1212/30 MS RN 1212/30 MSV G 1/2“ 30
RN 1212/40 MS RN 1212/40 MSV G 1/2“ 40
RN 1212/50 MS RN 1212/50 MSV G 1/2“ 50
RN 1212/65 MS RN 1212/65 MSV G 1/2“ 65
RN 1212/80 MS RN 1212/80 MSV G 1/2“ 80

Thread extensions made of brass with square drives DIN 3523

Thread L
RN 1212/100 MS RN 1212/100 MSV G 1/2“ 100
RN 3434/10 MS RN 3434/10 MSV G 3/4“ 10
RN 3434/15 MS RN 3434/15 MSV G 3/4“ 15
RN 3434/20 MS RN 3434/20 MSV G 3/4“ 20
RN 3434/25 MS RN 3434/25 MSV G 3/4“ 25
RN 3434/30 MS RN 3434/30 MSV G 3/4“ 30
RN 3434/40 MS RN 3434/40 MSV G 3/4“ 40
RN 3434/50 MS RN 3434/50 MSV G 3/4“ 50
RN 3434/65 MS RN 3434/65 MSV G 3/4“ 65
RN 3434/80 MS RN 3434/80 MSV G 3/4“ 80
RN 3434/100 MS RN 3434/100 MSV G 3/4“ 100
RN 1010/15 MS RN 1010/15 MSV G 1“ 15
RN 1010/20 MS RN 1010/20 MSV G 1“ 20
RN 1010/25 MS RN 1010/25 MSV G 1“ 25
RN 1010/30 MS RN 1010/30 MSV G 1“ 30
RN 1010/40 MS RN 1010/40 MSV G 1“ 40
RN 1010/50 MS --- G 1“ 50
RN 1010/100 MS --- G 1“ 100

Reducing nipples

Type 16 bar brass
nickel-plated

Type 16 bar
brass

Type 40 bar
AISI 316Ti

Type 
brass

Type brass
chrome-plated

Type 
brass

Type brass
chrome-plated

SW1) L1)

RN 53 MSV RN 53 MS RN 53 ES M 5 M 3 7 1.5
RN 518 MSV RN 518 MS RN 518 ES M 5 G 1/8“ 14 12.0
RN 185 MSV RN 185 MS RN 185 ES G 1/8“ M 5 14 4.0
RN 1814 MSV RN 1814 MS RN 1814 ES G 1/8“ G 1/4“ 17 18.0
RN 1838 MSV RN 1838 MS --- G 1/8“ G 3/8“ 19 19.0
RN 1812 MSV --- --- G 1/8“ G 1/2“ 24 18.0

--- RN 145 MS RN 145 ES G 1/4“ M 5 17 4.0
RN 1418 MSV RN 1418 MS RN 1418 ES G 1/4“ G 1/8“ 17 4.0
RN 1438 MSV RN 1438 MS RN 1438 ES G 1/4“ G 3/8“ 19 20.0
RN 1412 MSV RN 1412 MS --- G 1/4“ G 1/2“ 24 14.0
RN 3818 MSV RN 3818 MS RN 3818 ES G 3/8“ G 1/8“ 19 4.0
RN 3814 MSV RN 3814 MS RN 3814 ES G 3/8“ G 1/4“ 19 5.0
RN 3812 MSV RN 3812 MS RN 3812 ES G 3/8“ G 1/2“ 24 16.0
RN 1218 MSV RN 1218 MS RN 1218 ES G 1/2“ G 1/8“ 24 6.0
RN 1214 MSV RN 1214 MS RN 1214 ES G 1/2“ G 1/4“ 24 6.0
RN 1238 MSV RN 1238 MS RN 1238 ES G 1/2“ G 3/8“ 24 6.0
RN 1234 MSV RN 1234 MS RN 1234 ES G 1/2“ G 3/4“ 32 19.0
RN 3414 MSV RN 3414 MS --- G 3/4“ G 1/4“ 27 5.0
RN 3438 MSV RN 3438 MS RN 3438 ES G 3/4“ G 3/8“ 32 6.0
RN 3412 MSV RN 3412 MS RN 3412 ES G 3/4“ G 1/2“ 32 8.0

--- RN 3410 MS --- G 3/4“ G 1“ 36 15.0
RN 1038 MSV --- --- G 1“ G 3/8“ 36 7.0
RN 1012 MSV RN 1012 MS RN 1012 ES G 1“ G 1/2“ 36 6.0
RN 1034 MSV RN 1034 MS RN 1034 ES G 1“ G 3/4“ 36 6.0
RN 10114 MSV RN 10114 MS --- G 1“ G 11/4“ 45 14.0
RN 11434 MSV RN 11434 MS --- G 11/4“ G 3/4“ 42 7.0
RN 11410 MSV RN 11410 MS --- G 11/4“ G 1“ 42 7.0
RN 114112 MSV RN 114112 MS --- G 11/4“ G 11/2“ 51 15.0
RN 11234 MSV RN 11234 MS --- G 11/2“ G 3/4“ 50 8.0
RN 11210 MSV RN 11210 MS --- G 11/2“ G 1“ 50 8.0
RN 112114 MSV RN 112114 MS --- G 11/2“ G 11/4“ 50 8.0
RN 2010 MSV RN 2010 MS --- G 2“ G 1“ 60 9.0
RN 20114 MSV RN 20114 MS --- G 2“ G 11/4“ 60 9.0
RN 20112 MSV RN 20112 MS --- G 2“ G 11/2“ 60 9.0

1) Details apply for the brass type. For all other types, please ask.

Reducing nipples with cylindrical male and female threads up to 40 bar
Type 16 bar
brass nickel-pl.

Type 16 bar
brass

Type 40 bar
AISI 316Ti

Thread
male

Thread
female
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Ball valves
from page 280

type 241/N4

TI
P

type 246/M4 red

RN 1818 K MSV R 1/8“ Rp 1/8“
RN 1814 K MSV R 1/8“ Rp 1/4“
RN 1838 K MSV R 1/8“ Rp 3/8“
RN 1812 K MSV R 1/8“ Rp 1/2“
RN 1414 K MSV R 1/4“ Rp 1/4“
RN 1438 K MSV R 1/4“ Rp 3/8“
RN 1412 K MSV R 1/4“ Rp 1/2“

Thread enlargements with conical male and cyl. female threads PN 16

RN 1434 K MSV R 1/4“ Rp 3/4“
RN 3838 K MSV R 3/8“ Rp 3/8“
RN 3812 K MSV R 3/8“ Rp 1/2“
RN 3834 K MSV R 3/8“ Rp 3/4“
RN 1212 K MSV R 1/2“ Rp 1/2“
RN 1234 K MSV R 1/2“ Rp 3/4“
RN 3434 K MSV R 3/4“ Rp 3/4“

Reducing nipples

Good quality, economical price!TI
P

High pressure
swivel joints
from page 140

Threaded nozzles &
hose nozzles
from page 64

Coupling sockets
NW7 from page 150

Kamlock couplings 
from page 186

Service units 
from page 330

Pressure gauge
from page 366

2/2, 3/2 directional
valves of brass or stain-
less steel from page 404

Work gloves
on page 589

Liquid seals, 
gaskets & tapes 
from page 549

Multibox MSV
Brass nickel-plated re-
ducing, connecting and
and closing nozzles
from M5 up to 1” 
on page 596

PU, PA, PTFE and 
PE hoses
from page 192

Type brass
nickel-plated

Thread
male

Thread
female

Type brass
nickel-plated

Thread
male

Thread
female

Reducing nipples with conical male and cylindrical female threads up to 25 bar

RN 1418 K ST RN 1418 K ES R 1/4“ Rp 1/8“
RN 1438 K ST --- R 1/4“ Rp 3/8“
RN 1412 K ST --- R 1/4“ Rp 1/2“

--- RN 3818 K ES R 3/8“ Rp 1/8“
RN 3814 K ST RN 3814 K ES R 3/8“ Rp 1/4“
RN 3812 K ST --- R 3/8“ Rp 1/2“

--- RN 1218 K ES R 1/2“ Rp 1/8“
RN 1214 K ST RN 1214 K ES R 1/2“ Rp 1/4“
RN 1238 K ST RN 1238 K ES R 1/2“ Rp 3/8“
RN 1234 K ST --- R 1/2“ Rp 3/4“
RN 1210 K ST --- R 1/2“ Rp 1“
RN 3414 K ST RN 3414 K ES R 3/4“ Rp 1/4“
RN 3438 K ST RN 3438 K ES R 3/4“ Rp 3/8“
RN 3412 K ST RN 3412 K ES R 3/4“ Rp 1/2“
RN 3410 K ST --- R 3/4“ Rp 1“
RN 34114 K ST --- R 3/4“ Rp 1 1/4“
RN 1038 K ST --- R 1“ Rp 3/8“
RN 1012 K ST RN 1012 K ES R 1“ Rp 1/2“
RN 1034 K ST RN 1034 K ES R 1“ Rp 3/4“
RN 10114 K ST --- R 1“ Rp 1 1/4“
RN 10112 K ST --- R 1“ Rp 1 1/2“
RN 1020 K ST --- R 1“ Rp 2“
RN 11412 K ST --- R 11/4“ Rp 1/2“
RN 11434 K ST RN 11434 K ES R 11/4“ Rp 3/4“
RN 11410 K ST RN 11410 K ES R 11/4“ Rp 1“

RN 114112 K ST --- R 1 1/4“ Rp 1 1/2“
RN 11420 K ST --- R 1 1/4“ Rp 2“
RN 11212 K ST RN 11212 K ES R 11/2“ Rp 1/2“
RN 11234 K ST RN 11234 K ES R 11/2“ Rp 3/4“
RN 11210 K ST RN 11210 K ES R 11/2“ Rp 1“
RN 112114 K ST RN 112114K ES R 11/2“ Rp 11/4“
RN 11220 K ST --- R 1 1/2“ Rp 2“
RN 2012 K ST --- R 2“ Rp 1/2“
RN 2034 K ST --- R 2“ Rp 3/4“
RN 2010 K ST RN 2010 K ES R 2“ Rp 1“
RN 20114 K ST RN 20114 K ES R 2“ Rp 11/4“
RN 20112 K ST RN 20112 K ES R 2“ Rp 11/2“
RN 20212 K ST --- R 2“ Rp 21/2“
RN 2030 K ST --- R 2“ Rp 3“
RN 212114 K ST --- R 21/2“ Rp 11/4“
RN 212112 K ST RN 212112 K ES R 21/2“ Rp 11/2“
RN 21220 K ST RN 21220 K ES R 21/2“ Rp 2“
RN 21230 K ST --- R 21/2“ Rp 3“
RN 3010 K ST --- R 3“ Rp 1“
RN 30114 K ST --- R 3“ Rp 11/4“
RN 30112 K ST RN 30112 K ES R 3“ Rp 11/2“
RN 3020 K ST RN 3020 K ES R 3“ Rp 2“
RN 30212 K ST RN 30212 K ES R 3“ Rp 21/2“
RN 4020 K ST --- R 4“ Rp 2“
RN 4030 K ST RN 4030 K ES R 4“ Rp 3“

Thread
male

Thread
female

Type 25 bar mall.
cast iron galv.

Type 16 bar
AISI 316

Thread
male

Thread
female

Type 25 bar mall.
cast iron galv.

Type 16 bar
AISI 316
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L

L PN
RN 1418 MS OB G 1/4“ G 1/8“ 8 100 bar
RN 3814 MS OB G 3/8“ G 1/4“ 9 75 bar
RN 1238 MS OB G 1/2“ G 3/8“ 10 50 bar
RN 3412 MS OB G 3/4“ G 1/2“ 14 85 bar
RN 1034 MS OB G 1“ G 3/4“ 20 80 bar

* More thread seals can be found from page 548.

542/10 (Loctite)
542/10 (Loctite)
542/10 (Loctite)
542/10 (Loctite)
542/10 (Loctite)

Reducing nipples with cylindrical G threads without collars up to 100 bar

SW L
RN M14-M10 MS M 14 x 1.5 M 10 x 1 17 4
RN M18-M14 MS M 18 x 1.5 M 14 x 1.5 22 5
RN M24-M16 MS M 24 x 1.5 M 16 x 1.5 27 8

Reducing nipples with metric threads PN 16
L

Note: Ÿ Do not use PVC-U damaging thread sealing agents!

Reducing nipples PVC-U (for plastic threads only) PN 10

Type
RN 1238 PVC Rp 1/2“ Rp 3/8“
RN 1234 PVC Rp 1/2“ extended Rp 3/4“
RN 3438 PVC Rp 3/4“ Rp 3/8“
RN 3412 PVC Rp 3/4“ Rp 1/2“
RN 3410 PVC Rp 3/4“ extended Rp 1“
RN 1038 PVC Rp 1“ Rp 3/8“
RN 1012 PVC Rp 1“ Rp 1/2“
RN 1034 PVC Rp 1“ Rp 3/4“

RN 10114 PVC Rp 1“ extended Rp 11/4“
RN 11412 PVC Rp 11/4“ Rp 1/2“
RN 114 34 PVC Rp 11/4“ Rp 3/4“
RN 11410 PVC Rp 11/4“ Rp 1“
RN 114112 PVC Rp 11/4“ extended Rp 11/2“
RN 11234 PVC Rp 11/2“ Rp 3/4“
RN 11210 PVC Rp 11/2“ Rp 1“
RN 112114 PVC Rp 11/2“ Rp 11/4“
RN 11220 PVC Rp 11/2“ extended Rp 2“
RN 2010 PVC Rp 2“ Rp 1“
RN 20114 PVC Rp 2“ Rp 11/4“
RN 20112 PVC Rp 2“ Rp 11/2“
RN 20212 PVC Rp 2“ extended Rp 21/2“
RN 30112 PVC Rp 3“ Rp 11/2“
RN 3020 PVC Rp 3“ Rp 2“
RN 30212 PVC Rp 3“ Rp 21/2“
RN 3040 PVC Rp 3“ extended Rp 4“
RN 4020 PVC Rp 4“ Rp 2“
RN 40212 PVC Rp 4“ Rp 21/2“
RN 4030 PVC Rp 4“ Rp 3“

Warning: Not suitable for compressed air or other gases under pressure!

Reducing nipples with metric threads/G threads up to 315 bar

SW L PN
RN M22-14 HD M 22 x 1.5 G 1/4“ 27 7 250 bar
RN M22-38 HD M 22 x 1.5 G 3/8“ 27 7 250 bar
RN M22-12 HD M 22 x 1.5 G 1/2“ 27 26 315 bar

M

G

L

Note: Ÿ Do not use PVC-U damaging thread sealing agents!

Type
RNK 1214 PVC Rp 1/2“ Rp 1/4“ 27 15
RNK 3412 PVC Rp 3/4“ Rp 1/2“ 30 14
RNK 1034 PVC Rp 1“ Rp 3/4“ 34 19
RNK 11410 PVC Rp 11/4“ Rp 1“ 36 21
RNK 112114 PVC Rp 11/2“ Rp 11/4“ 36 21
RNK 20112 PVC Rp 2“ Rp 11/2“ 42 26
RNK 21220 PVC Rp 21/2“ Rp 2“ 47 30
RNK 30212 PVC Rp 3“ Rp 21/2“ 51 33
RNK 4030 PVC Rp 4“ Rp 3“ 64 39

Reducing nipples PVC-U short version (for plastic threads only) PN 10

Warning: Not suitable for compressed air or other gases under pressure!

L
L1

male thread female thread

Liquid seals, 
gaskets & tapes 
from page 549

Can be countersunk in bore!TI
P

Reducing nipples

Thread
male

Thread
female

Type 
brass

Corresponding
thread sealant*

Thread
male

Thread
female

Type 
brass

Thread
male

Thread
female

Thread
male

Thread
female

Install. length
L

Install. length
L1

Thread
male

Thread
female

Type 
zinc-plated steel
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Liquid seals, 
gaskets & tapes 
from page 549

High pressure reducing nipples/adapters

Hydraulic thread reductions with cyl. female and male threads up to 630 bar

PN
Ri 1/8 x 1/4 ED Ri 1/8 x 1/4 ED ES G 1/8“ G 1/4“ 630 bar
Ri 1/8 x 3/8 ED Ri 1/8 x 3/8 ED ES G 1/8“ G 3/8“ 630 bar
Ri 1/4 x 1/8 ED Ri 1/4 x 1/8 ED ES G 1/4“ G 1/8“ 630 bar
Ri 1/4 x 3/8 ED Ri 1/4 x 3/8 ED ES G 1/4“ G 3/8“ 630 bar
Ri 1/4 x 1/2 ED Ri 1/4 x 1/2 ED ES G 1/4“ G 1/2“ 630 bar
Ri 1/4 x 3/4 ED Ri 1/4 x 3/4 ED ES G 1/4“ G 3/4“ 630 bar
Ri 3/8 x 1/8 ED Ri 3/8 x 1/8 ED ES G 3/8“ G 1/8“ 630 bar
Ri 3/8 x 1/4 ED Ri 3/8 x 1/4 ED ES G 3/8“ G 1/4“ 630 bar
Ri 3/8 x 1/2 ED Ri 3/8 x 1/2 ED ES G 3/8“ G 1/2“ 630 bar
Ri 3/8 x 3/4 ED Ri 3/8 x 3/4 ED ES G 3/8“ G 3/4“ 400 bar
Ri 1/2 x 1/8 ED Ri 1/2 x 1/8 ED ES G 1/2“ G 1/8“ 630 bar
Ri 1/2 x 1/4 ED Ri 1/2 x 1/4 ED ES G 1/2“ G 1/4“ 630 bar
Ri 1/2 x 3/8 ED Ri 1/2 x 3/8 ED ES G 1/2“ G 3/8“ 630 bar
Ri 1/2 x 3/4 ED Ri 1/2 x 3/4 ED ES G 1/2“ G 3/4“ 400 bar
Ri 1/2 x 1 ED Ri 1/2 x 1 ED ES G 1/2“ G 1“ 400 bar
Ri 1/2 x 11/4 ED Ri 1/2 x 11/4 ED ES G 1/2“ G 11/4“ 400 bar
Ri 3/4 x 1/4 ED Ri 3/4 x 1/4 ED ES G 3/4“ G 1/4“ 400 bar
Ri 3/4 x 3/8 ED Ri 3/4 x 3/8 ED ES G 3/4“ G 3/8“ 400 bar
Ri 3/4 x 1/2 ED Ri 3/4 x 1/2 ED ES G 3/4“ G 1/2“ 400 bar
Ri 3/4 x 1 ED Ri 3/4 x 1 ED ES G 3/4“ G 1“ 400 bar
Ri 3/4 x 11/4 ED Ri 3/4 x 11/4 ED ES G 3/4“ G 11/4“ 400 bar
Ri 3/4 x 11/2 ED Ri 3/4 x 11/2 ED ES G 3/4“ G 11/2“ 315 bar
Ri 1 x 1/4 ED Ri 1 x 1/4 ED ES G 1“ G 1/4“ 400 bar
Ri 1 x 3/8 ED Ri 1 x 3/8 ED ES G 1“ G 3/8“ 400 bar
Ri 1 x 1/2 ED Ri 1 x 1/2 ED ES G 1“ G 1/2“ 400 bar
Ri 1 x 3/4 ED Ri 1 x 3/4 ED ES G 1“ G 3/4“ 400 bar
Ri 1 x 11/4 ED Ri 1 x 11/4 ED ES G 1“ G 11/4“ 400 bar
Ri 1 x 11/2 ED Ri 1 x 11/2 ED ES G 1“ G 11/2“ 315 bar
Ri 11/4 x 1/2 ED Ri 11/4 x 1/2 ED ES G 11/4“ G 1/2“ 400 bar
Ri 11/4 x 3/4 ED Ri 11/4 x 3/4 ED ES G 11/4“ G 3/4“ 400 bar
Ri 11/4 x 1 ED Ri 11/4 x 1 ED ES G 11/4“ G 1“ 400 bar
Ri 11/4 x 11/2 ED Ri 11/4 x 11/2 ED ES G 11/4“ G 11/2“ 315 bar
Ri 11/2 x 1/2 ED Ri 11/2 x 1/2 ED ES G 11/2“ G 1/2“ 315 bar
Ri 11/2 x 3/4 ED Ri 11/2 x 3/4 ED ES G 11/2“ G 3/4“ 315 bar
Ri 11/2 x 1 ED Ri 11/2 x 1 ED ES G 11/2“ G 1“ 315 bar
Ri 11/2 x 11/4 ED Ri 11/2 x 11/4 ED ES G 11/2“ G 11/4“ 315 bar
--- Ri 2 x 1/2 ED ES G 2“ G 1/2“ 250 bar
--- Ri 2 x 3/4 ED ES G 2“ G 3/4“ 250 bar
--- Ri 2 x 1 ED ES G 2“ G 1“ 250 bar
--- Ri 2 x 11/4 ED ES G 2“ G 11/4“ 250 bar

Ri 2 x 11/2* Ri 2 x 11/2 ED ES G 2“ G 11/2“ 250 bar
Special reductions without elastomer seal (metric thread)
Ri M18 x M22 --- M 18 M 22 40 bar
Ri M22 x 3/8 --- M 22 G 3/8“ 40 bar

* PN 160 bar, without elastomer seal

Type zinc-plated st.,
elastomer seal

Type AISI 316Ti,
elastomer seal

Thread
male

Thread
female

PN*
EV 1818 HD EV 1818 HD ES G 1/8“ G 1/8“ 400 bar
EV 1814 HD EV 1814 HD ES G 1/8“ G 1/4“ 350 bar
EV 1418 HD EV 1418 HD ES G 1/4“ G 1/8“ 400 bar
EV 1414 HD EV 1414 HD ES G 1/4“ G 1/4“ 350 bar
EV 1438 HD EV 1438 HD ES G 1/4“ G 3/8“ 325 bar
EV 1412 HD EV 1412 HD ES G 1/4“ G 1/2“ 350 bar
EV 3814 HD EV 3814 HD ES G 3/8“ G 1/4“ 350 bar
EV 3838 HD EV 3838 HD ES G 3/8“ G 3/8“ 325 bar
EV 3812 HD EV 3812 HD ES G 3/8“ G 1/2“ 350 bar
EV 1214 HD EV 1214 HD ES G 1/2“ G 1/4“ 300 bar
EV 1238 HD EV 1238 HD ES G 1/2“ G 3/8“ 300 bar
EV 1212 HD EV 1212 HD ES G 1/2“ G 1/2“ 300 bar
EV 1234 HD EV 1234 HD ES G 1/2“ G 3/4“ 300 bar
EV 3412 HD EV 3412 HD ES G 3/4“ G 1/2“ 175 bar
EV 3434 HD EV 3434 HD ES G 3/4“ G 3/4“ 175 bar
EV 3410 HD EV 3410 HD ES G 3/4“ G 1“ 175 bar
EV 1034 HD EV 1034 HD ES G 1“ G 3/4“ 150 bar
EV 1010 HD EV 1010 HD ES G 1“ G 1“ 150 bar
EV 10114 HD EV 10114 HD ES G 1“ G 11/4“ 150 bar
EV 114114 HD EV 114114 HD ES G 11/4“ G 11/4“ 150 bar
EV 114112 HD --- G 11/4“ G 11/2“ 150 bar
EV 112114 HD --- G 11/2“ G 11/4“ 125 bar
EV 112112 HD EV 112112 HD ES G 11/2“ G 11/2“ 125 bar
EV 2020 HD EV 2020 HD ES G 2“ G 2“ 75 bar
* the safety factor reached in tests with hydraulic oil was four-times, please ask in individual cases

Adjustable screwed connections with inch threads (60° conical hose nipples) up to 400 bar
Type 
zinc-plated steel

Type 
AISI 316Ti

Thread
female

Screw-in
thread
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RN 18NPT18G MS RN 18NPT18G ES --- NPT 1/8“ G 1/8“ 14 25
RN 14NPT14G MS RN 14NPT14G ES --- NPT 1/4“ G 1/4“ 17 30
RN 38NPT38G MS RN 38NPT38G ES RN 38NPT38G HD NPT 3/8“ G 3/8“ 19 30
RN 12NPT12G MS RN 12NPT12G ES --- NPT 1/2“ G 1/2“ 24 40
RN 34NPT34G MS RN 34NPT34G ES --- NPT 3/4“ G 3/4“ 32 40

1) Details apply for the brass type. For all other types, please ask.

Reducing nipples with NPT threads/G threads up to 700 bar

RN 18R18NPT MS RN 18R18NPT ES R 1/8“ NPT 1/8“ 14 25
RN 14R14NPT MS RN 14R14NPT ES R 1/4“ NPT 1/4“ 17 30
RN 38R38NPT MS RN 38R38NPT ES R 3/8“ NPT 3/8“ 19 30
RN 12R12NPT MS RN 12R12NPT ES R 1/2“ NPT 1/2“ 24 38
RN 34R34NPT MS RN 34R34NPT ES R 3/4“ NPT 3/4“ 32 40
RN 10R10NPT MS RN 10R10NPT ES R 1“ NPT 1“ 36 50

1) Details apply for the brass type. For all other types, please ask.

Reducing nipples with R threads/NPT threads up to 40 bar

RN 18G18NPT MS RN 18G18NPT ES G 1/8“ NPT 1/8“ 14 25
RN 14G14NPT MS RN 14G14NPT ES G 1/4“ NPT 1/4“ 17 30
RN 38G38NPT MS RN 38G38NPT ES G 3/8“ NPT 3/8“ 19 30
RN 12G12NPT MS RN 12G12NPT ES G 1/2“ NPT 1/2“ 24 38
RN 34G34NPT MS RN 34G34NPT ES G 3/4“ NPT 3/4“ 32 40
RN 10G10NPT MS RN 10G10NPT ES G 1“ NPT 1“ 36 50

1) Details apply for the brass type. For all other types, please ask.

Reducing nipples with G threads/NPT threads up to 40 bar
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Thread PN*
RN 1818 NPT RN 1818 NPT ES NPT 1/8“ 345 bar
RN 1414 NPT RN 1414 NPT ES NPT 1/4“ 275 bar

--- RN 3838 NPT ES NPT 3/8“ 210 bar
RN 1212 NPT RN 1212 NPT ES NPT 1/2“ 210 bar

* Details apply for stainless steel type. For all other types, please ask.

Extensions with NPT threads up to 345 bar

PN*
RN 1418 NPT RN 1418 NPT ES NPT 1/4“ NPT 1/8“ 275 bar
RN 1438 NPT --- NPT 1/4“ NPT 3/8“ 210 bar
RN 3818 NPT RN 3818 NPT ES NPT 3/8“ NPT 1/8“ 210 bar
RN 3814 NPT RN 3814 NPT ES NPT 3/8“ NPT 1/4“ 210 bar
RN 3812 NPT --- NPT 3/8“ NPT 1/2“ 210 bar
RN 1218 NPT --- NPT 1/2“ NPT 1/8“ 210 bar
RN 1214 NPT RN 1214 NPT ES NPT 1/2“ NPT 1/4“ 210 bar
RN 1238 NPT RN 1238 NPT ES NPT 1/2“ NPT 3/8“ 210 bar
RN 3438 NPT RN 3438 NPT ES NPT 3/4“ NPT 3/8“ 170 bar
RN 3412 NPT RN 3412 NPT ES NPT 3/4“ NPT 1/2“ 170 bar
RN 1012 NPT RN 1012 NPT ES NPT 1“ NPT 1/2“ 140 bar
RN 1034 NPT RN 1034 NPT ES NPT 1“ NPT 3/4“ 140 bar
RN 11410 NPT --- NPT 11/4“ NPT 1“ 80 bar
RN 11210 NPT --- NPT 11/2“ NPT 1“ 80 bar

* Details apply for the zinc-plated steel type. For all other types, please ask.

Reducing nipples with NPT threads up to 275 bar

High pressure reducing nipples/adapters

Ball valves
from page 280

Strainer 
on page 359

Ready-made washing 
and hydraulic hoses
on page 231

Hydraulic couplings
from page 170

Type 16 bar
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Type 40 bar
AISI 316Ti

Type 700 bar
steel nitrified
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